
DIMENSIONS:  10200mm long 
   2490mm wide 
   3100mm high 
 
SUSPENSION:              9 leaf 9'1 mechanical underslung 
 
AXLES:   10 Stud parallel bearing drum brake 285 PCD 
 
HOIST:   50 tonne hoist 
 
FLOOR:   3mm mild steel 
 
SIDES:    3mm mild steel 
 
TYRES/RIMS:   20 x 11 R 22.5 low profile on steel rims 
 
BRAKES:   ADR 38-04, yard release fitted (EBS) 
 
TYRE CARRIER:  Dual  
 
LIGHTS:   Hella LED lights to ADR regulations  
 
MUDGUARDS:  Vinyl guards 
 
MUDFLAPS:   Fitted front and rear 
 
ROLL TARP:   Fitted  
 
HUBOMETER:  Fitted 
 
LADDER:   Fitted to front and rear 
 
 

BARN DOOR:  Aluminium, fitted with air operated tail gate, 
                                       top and bottom  
 

BEADBLASTING:  Blasted prior to painting 
 
PAINT:   Two coats of primer, two coats of 2pak top coat 
 
OPTIONS:                     Aluminium rims, disc brakes, conmet axles, 

                                 air suspension, rubber mudguards, sign writing 
                

COMPLIANCE PLATE TO BE FITTED FOLLOWING TRAILER INSPECTION 
FULL SERVICE CHECK AFTER 5000KM INCLUDING WHEEL ALIGNMENT 

2 YEAR WARRANTY ON TRAILER STRUCTURE 
  

Ph: (08) 9844 3883  
Fax: (08) 9844 3884 
Email: sales@allroads.com.au 

5 Axle Woodchip Trailer 
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